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In the last decades great interest has been devoted to photonic crystals aiming at the creation of novel devices which can control
light propagation. In the present work, two-dimensional (2D) and three-dimensional (3D) devices based on nanostructured
porous silicon have been fabricated. 2D devices consist of a square mesh of 2 μm wide porous silicon veins, leaving 5 × 5μm
square air holes. 3D structures share the same design although multilayer porous silicon veins are used instead, providing an
additional degree of modulation. These devices are fabricated from porous silicon single layers (for 2D structures) or multilayers
(for 3D structures), opening air holes in them by means of 1 KeV argon ion bombardment through the appropriate copper grids.
For 2D structures, a complete photonic band gap for TE polarization is found in the thermal infrared range. For 3D structures,
there are no complete band gaps, although several new partial gaps do exist in diﬀerent high-symmetry directions. The simulation
results suggest that these structures are very promising candidates for the development of low-cost photonic devices for their use
in the thermal infrared range.
1. Introduction
The concept of photonic crystal was proposed and discussed
theoretically several decades ago [1, 2]. Photonic crystals
can be described as periodic dielectric structures exhibiting
frequency ranges over which electromagnetic waves are
not allowed to propagate. Lightwaves experience periodic
perturbations when they propagate through these structures,
analogous to electrons in a solid crystal [3–5]. This analogy
suggests that the dispersion of electromagnetic waves in a
photonic crystal can be described in terms of photonic band
structures (PBSs). The frequency ranges over which electro-
magnetic waves propagation is not allowed are generally
called photonic band gaps [6, 7]. Thus, photonic crystals can
control the propagation of light allowing novel applications
in several fields, such as optical devices, including wave-
guides [8], lasers [9], or filters [10], or in the field of telecom-
munications as high-eﬃciency antenna substrates or reflec-
tors [11]. The main handicap with photonic crystals is that
they are not easy to fabricate and often require expensive
semiconductor fabrication technology [12, 13].
In the present work, a relatively simple fabrication pro-
cess is presented tomanufacture 2D and 3D photonic crystals
based on nanostructured porous silicon (PSi). A typical
2D structure consists of a square mesh of 2 μm wide PSi
veins, leaving 5 μm× 5 μm holes of air. 3D structures are ob-
tained from the same 2D structures, alternating PSi layers
with diﬀerent porosity leading to light modulation in an ad-
ditional direction.
There are several reasons to choose PSi as the dielectric
material in the photonic crystal. On the one hand, the
refractive index of PSi can be controlled by simply changing
the porosity of the layers [14]. In this regard, there are several
models that relate the porosity of a PSi layer and its refractive
index, such as the Maxwell-Garnett [15] or the Bruggeman
models [16]. This last one is used in this work and relates
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porosity and eﬀective refractive index through the following
expression:
p = 1−
[(
1− n2PSi
)(
n2Si+2n
2
PSi
)
3n2PSi
(
1− n2Si
)
]
, (1)
where porosity (p) is the percentage of air in a layer cross-
section, nSi is the refractive index of silicon, and nPSi is the
eﬀective refractive index associated with that porosity.
On the other hand, porous silicon is a very suitable
material for the fabrication of photonic devices thanks to
the ease of integration in silicon technology [17]. Its eﬃcient
photoluminescence in the visible range at room temperature
[18, 19], or the possibility to turn PSi into a biocompatible
material, makes PSi a very interesting material to generate
novel applications including high-eﬃciency biosensing plat-
forms [20–22].
2. Fabrication of the Photonic Crystals
The 2D periodic dielectric structures that have been fabri-
cated consist of a square mesh of 2 μm wide porous silicon
veins, leaving 5 × 5μm square air holes. 3D structures share
the same design although multilayer porous silicon veins are
used instead, providing an additional degree of modulation.
To fabricate the photonic structure, several steps are
needed. First, PSi layers (2D) or multilayers (3D) are grown
on a silicon wafer. PSi is grown by electrochemical etching
crystalline silicon wafers in hydrofluoric acid solutions.
Several parameters are important in this process, which
determines the properties of the PSi layer. The most signi-
ficant parameters are the applied current density, HF con-
centration in the solution, and etching time. By changing
these parameters it is possible to control the porosity and the
thickness of the PSi layers. To fabricate a multilayer struc-
ture, the applied current density is varied during the etching
process. Further details are given in [23, 24].
Once the PSi layer (or multilayer for 3D) is formed, a Cu
grid is placed on top of the device in contact with the surface
of PSi. The Cu grids used were 2000 Gilder TEM Cu mesh,
with a structure of square veins 2 μm wide, leaving air holes
of 5 μm × 5 μm, and a thickness of 20 μm. Then a 1KeV
Argon ion bombardment is performed using a Kaufman
source, to open holes of air in the PSi matrix. After the bomb-
ardment, the Cu grid is removed, as is shown in Figure 1.
In Figure 2, a SEM image of a typical 3D photonic struc-
ture is presented. The structure consists of 20 periods of
two diﬀerent Psi layers of the same thickness. Each period
was formed by varying the applied current density between
10mA/cm2 for 30 s (leading to a layer of 40% porosity and
0.5microns of thickness) and 150mA/cm2 for 5 s (leading to
a layer of 80% porosity and 0.5microns of thickness). It can
be observed that after the ion bombardment process square
air holes are opened in the PSi multilayer matrix stack al-
though only around 7 periods have been etched.
Cu grid
PSi layer
Silicon wafer
1 KeV argon ion 
bombardment
Figure 1: Schematic representation of the photonic crystal struc-
ture fabrication process.
Figure 2: Scanning electron microscope image of a 3D photonic
structure made by the new fabrication process shown.
3. Determination of the Photonic
Band Structure
The photonic band structure of 2D and 3D PSi-based photo-
nic crystals was computed. In order to determine the PBS,
the MIT Photonic Bands (MPB) package [25] was used. This
software is based on the plane-wave expansion method.
Transmittance response in the high-symmetry directions
was calculated using the Translight software [26], based on
the matrix transfer method.
3.1. 2D Photonic Crystals. The dielectric structure used to
calculate 2D PBS was a square grid of dielectric veins in
air, with a width of 0.285a, a being the lattice parameter, as
shown in the inset of Figure 3. The dielectric constant of the
PSi veins was set as a function of the porosity of PSi (see (1)),
being
√
ε = nPSi.
Figure 3 shows the PBS of a 2D structure based on PSi
layer with a 40% of porosity (ε = 4.84). A complete band gap
for TE polarization between 0.35 and 0.375 normalized fre-
quency can be clearly observed. Also, there are several partial
gaps in the Γ-X and Γ-M high-symmetry directions for both
TE and TM polarization modes.
The position and shape of the gaps of these structures can
be tuned by changing either the pattern of the dielectric veins
or their dielectric constant (i.e., porosity of the PSi layers).
The pattern design is limited, in this case, to the available grid
designs. However, the dielectric constant of the PSi layers is
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Figure 3: 2D calculated PBS for a structure based on a square mesh
of dielectric veins with a width of 0.285a, with the dielectricmaterial
being a PSi layer with 40% porosity (ε = 4.84). Bands are plotted
along high-symmetry lines of the Brillouin zone, where frequency is
given in normalized units (a/λ). The representation of 2D Brillouin
zone and the schematic representation of 2D structure used for the
calculations are shown in the inset of PBS.
simply adjustable by changing themain parameters in the PSi
fabrication process.
Figure 4 shows the TE complete gap map for all possible
PSi porosity values, from which it is observed that porosity
has a strong influence on the size and frequency of the
photonic band gaps. It can be also noted that the gap does not
exist for all the porosity ranges. For porosities higher than
50%, the gap disappears. Above this porosity, the eﬀective
refractive index of the PSi layer is lower than 1.5. Thus, the
contrast between the refractive indexes of the two media
which form the photonic device (air and PSi) is not high
enough to perturb the electromagnetic waves. In this case,
the TE complete gap does not appear.
Moreover, the lower the porosity, the larger the size of the
gap. This is an expected behavior since the lower the porosity,
the larger the refractive index associated to the PSi layer,
and consequently, the greater the contrast between refractive
indexes.
In Figure 4, the relationship between the porosity of PSi
layer and their eﬀective refractive index, according to (1), is
indicated on the top x axis. Also, the equivalent wavelength
is shown on the right y axis, for lattice parameter a = 7μm,
the same as the experimental one (see Section 2). It can be
observed that the gap appears in the thermal infrared region,
between 17 and 27 μm, depending on the porosity of the PSi
layers.
Figures 5(a) and 5(b) show the partial gap maps in two
diﬀerent high-symmetry directions, Γ-X and Γ-M, respec-
tively. In these figures, several gaps in those directions for
both polarization modes are shown, almost the whole poros-
ity range. In this way, by selecting the appropriate porosity
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Figure 4: Complete TE gap map as a function of the PSi layer
porosity. In the right y axis, equivalent wavelength is indicated for
a lattice parameter of a = 7μm, the same as the experimental one
(see Section 3). In the top x axis, eﬀective refractive index is shown
following (1).
for the PSi layers, the size and frequency position of the
partial gaps can be chosen for a given application. To deter-
mine the wavelength, indicated on the right y axis, the lattice
parameter was set a = 7μm, as in Figure 4. In Figure 5(a) it
can be observed that the wavelength range where the partial
Γ-X gaps appear is quite broad, extending from 40 μm to a
few μm for both polarizationmodes. That enables the control
of light propagation in that direction of the slab in a large
frequency range.
In Figure 5(b), the partial Γ-M gap map shows a similar
range of frequencies for the directional gap, ranging from
almost 30 μm to a few microns, allowing the possibility of
tuning electromagnetic waves in other preferential direction,
for the same 2D structure.
Next, transmittance in the high-symmetry directions was
computed by using the Translight software, considering a
square mesh of air columns in a dielectric medium, with an
area of 0.715a × 0.715a and a mesh cell of 128 × 128. In
Figure 6, the TM transmittance of a structure with a PSi layer
of 40% porosity (ε = 4.84) in the Γ-X direction is compared
with its computed PBS. A good agreement between the two
simulation methods is observed. It should be noticed that at
the frequencies where the partial gap appears, transmittance
is zero. This is an expected result since at the frequencies
where the gap opens, the light cannot propagate through the
device; thus, the transmittance will be zero, being the reflec-
tance maximum.
As it can be observed in Figure 6, transmittance is zero
between the frequency ranges 0.25 and 0.32, 0.5 and 0.54,
and around 0.57 and 0.78, where the partial gaps appear.
3.2. 3D Photonic Crystals. 3D photonic structures are fab-
ricated following the same procedure as the 2D structures,
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Figure 5: (a) Partial Γ-X gap map as a function of the PSi layer porosity. On the right y axis, equivalent wavelength is indicated for a lattice
parameter a = 7μm. (b) Partial Γ-M gap map as a function of the PSi layer porosity. The wavelength on right y axis is indicated for a lattice
parameter a = 7μm, as the experimental one.
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Figure 6: On the left, TM bands along the Γ-X direction for a
2D structure with a PSi layer of 40% porosity (ε = 4.84) are
represented. On the right pane, TM transmittance response for the
same structure in the same direction is shown. In both graphs, the
frequency is given in normalized units (a/λ).
but fabricating PSi multilayers, consisting in alternating PSi
layers with diﬀerent porosities, as represented in the inset of
Figure 7.
Figure 7 shows the PBS of a typical 3D photonic struc-
ture. The PSi multilayer is based on alternating PSi layers of
40 and 80% porosity (ε = 4.84 and ε = 1.96), and a thick-
ness of 0.5a each, while the width of the square mesh is kept
to 0.285a. It can be appreciated that there are no complete
gaps, although several partial gaps in the high-symmetry
0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
N
or
m
al
iz
ed
 fr
eq
u
en
cy
 (
a/
λ)
AL MXΓH H
A L
M
XΓ
H
3D photonic band structure
Figure 7: 3D calculated PBS for a 3D structure based on alternating
Psi layers of 40 and 80% porosity and 0.5a thickness each. Bands
are plotted along main symmetry lines of the Brillouin zone,
where frequency is given in normalized units (a/λ). Left inset, the
schematic representation of 3D structure used in the simulations
is represented. In dark blue the low-porosity Psi layers and in light
blue the high-porosity Psi layers are shown. Right inset, the repre-
sentation of 3D Brillouin zone is shown.
directions do exist. Firstly, it has to be noticed that the partial
gaps in the Γ-X and Γ-M directions (the last one is not
shown in Figure 7) still exist in the 3D structure. The size
and frequency of these partial gaps depend on the porosity
of the PSi layers used in the multilayer stack. Therefore, new
partial gaps appear in the new high-symmetry directions Γ-A
and Γ-L (this one neither appears in Figure 7). The size and
frequency of these new gaps can be modified by changing
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Figure 8: Partial Γ-A gap map as a function of the thickness of the
diﬀerent PSi layers. The lattice parameter used was a = 7μm, as the
experimental one (see Section 2).
the porosity of the multilayer used, in the same way as it
was made in the case of the 2D partial gaps. However, now
there is another way to tune these new gaps, by changing the
thickness of the diﬀerent PSi layers.
Figure 8 shows the partial gap map in Γ-A directions,
respectively, as a function of the thickness of the diﬀerent
PSi layers used to fabricate the unit cell, using 7microns as
the lattice parameter. It can be observed that the widest gaps
appear when the thickness of the two diﬀerent PSi layers is
similar. Moreover, if the unit cell is formed by only one kind
of PSi layer, the new gap disappears.
4. Conclusions
A novel and simple fabrication process of 2D and 3D photo-
nic crystal based on nanostructured porous silicon, to ope-
rate in the thermal infrared region, is presented. 2D slabs,
based on a square mesh of 2 μm wide dielectric veins leav-
ing 5 μm × 5 μm air holes, show a complete gap for the
TE polarization mode. Also partial gaps in the high-sym-
metry Γ-X and Γ-M directions appear for both TE and TM
polarization modes. The size and frequency position of the
gaps can be controlled by adjusting the porosity of the PSi
layer which allows fabricating photonic crystal devices for
specific applications. Complete TE gap appears over a fre-
quency range between 27 and 17 μm, whereas Γ-X and Γ-M
partial gaps open from 40 μm and from 30 μm to a few mi-
crons, respectively.
3D photonic structures are based on the 2D structures,
but alternating PSi layers with diﬀerent porosity. The 3D
structures exhibit new partial gaps in the new high-sym-
metry directions Γ-A and Γ-L. These new partial gaps can
be tuned by changing the porosity of the PSi layers used,
in the same way as the 2D structures, but also it is possible
to control these new gaps by modifying the thickness of
the individual PSi layers. The theoretical results suggest that
these structures could be very promising candidates to de-
velop low-cost silicon-based photonic crystal devices to oper-
ate in the thermal infrared region.
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